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Let's start with the loudspeakers. Just as you wouldn’t put a TV where you couldn't see the screen, it would
be crazy to place your speakers so that your ears didn't have an uninterrupted ‘view' of the sound they're
producing. For the best stereo ‘picture’ the speakers should be in front of you (doh!) and equally spaced either
side of a line drawn from where you sit to a point straight ahead of you. (Which is probably where your TV is
right now.) A good starting point in a typical room would be to place the speakers around seven feet apart and
to sit around nine or ten feet back from them. No rules in hi-fi are unbreakable, though, so if the system sounds
best with the speakers further apart or a little closer to each other then that’s fine.
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Some speakers like their backs to be close to the wall, while others prefer a little breathing space behind
them. Again, try both positions to see where they produce the best sound with the cleanest bass. If the bass
sounds fat, muddled and boomy, move the speakers away from the wall. If it sounds thin and weak, move
them closer to the wall. As for how far off the ground they should be, floor-standing models make life simple
as they position themselves at the right height automatically. If you've chosen smaller ‘bookshelf’ speakers,
your best bet is to place them on dedicated loudspeaker stands. As well as positioning the speakers at the
correct height these will also hold them still: you don’t want them rocking and rolling along with the music as
that degrades the sound - they'll sound ‘soft’ and lose detail if they can move. And don't worry about the
spikes on loudspeaker stands: they're vital for top performance and they won't ruin your carpet because they
penetrate between the fibres to anchor the speaker to the floor below — unless, of course, you have a really
cheap, nasty carpet! If you have a wooden floor that you don't want scratching, try placing a coin
beneath the spikes.



A,.couple of warnings!

Before we move on to the system components, a couple of warnings. First, if you do place your speakers close to
a TV be sure to check that they're magnetically shielded: if they're not, they'll mess up the picture on the TV and
might even cause it permanent damage. Most modern loudspeakers, however, are TV-friendly but do check to be
on the safe side! And take note that ‘bookshelf' speakers is a misnomer: the name ‘bookshelf' doesn’t mean that
they’ll work their best when perched among your collection of encyclopedias! Well come back to how best to
connect your speakers to your system shortly, just as soon as we've found the best place to park your electronics.

So \rlvﬁat_js an amplifier?

|

The heart of any system is the amplifier. You are probably familiar with the other components that make up
a hi-fi, such as CD players and Cassette decks, but may not be familiar with the role an amplifier plays,
because all midi, mini and all-in-one systems have them built in. The amplifier is the heart of any system which
takes the very small signal, or output from your components, and boosts it, so that it can be reproduced via
your speakers. The amplifier controls the volume, which source unit you are listening to, or recording from in
the case of tape decks, MD and CDR recorders, bass and treble gain (If you have tone controls) and if you
have speaker switching, which speakers are in use.
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Most front end sources connect to your amplifier using phono (or RCA) leads, usually terminated with a par
of red and white terminals. A simple rule to remember is that the red connecter always connects to the right
input on the amp and white to the left. It's worth mentioning at this stage that some high quality interconnects
are directional, which means that they work better in one direction than another. These leads have arrows on
them which should point towards the amplifier.

Recording formats have two pairs of leads — one for playback and the other for recording. The output of
the source always goes to the input on the amp, and the input on the source goes to the output on the amp.
Some recorders are labeled up simply “Play” (Output) and “Record” (Input), but the same rules apply.

If you really luck out, you will get both an amplifier and a recorder labeled up play and record, in which case,
just match like to like!

The other thing to note with amplifiers is that if you wish to use a turntable, you will require a dedicated
turntable input socket, labeled “Phono”. Turntables work at a different level to all other “line level” inputs
(approximately 10 times lower than other sources), so, for example, you cannot plug a turntable into a CD
input or vice versa. If the amp that you have does not have a turntable input, you will need a separate “Phono
stage” which will boost the output signal of your record player, so that the sound can be reproduced through
any line level input. Phono stages are available in two types; internal (A circuit board which is fixed inside your
amp by a qualified professional) and external, (A plug in box, which fixes between your turntable and amplifier,
usually battery or mains powered), and some turntables even have them built in! One final point to remember
about turntables is that they usually need to be earthed. In these cases, the extra wire attached to the output
cables should be connected to the terminal on the amp marked “GND”.ILet’s get the obvious considerations
out of the way first. CD players, amplifiers and the like are mains powered so it's always a good idea to site
your system close to a wall socket. Mains extension leads are a bad idea both from a sound quality point of
view and for safety reasons. And never plug your hi-fi components into one of those nasty three-into-one muilti-
way adapter plugs: they're not good for sound quality. If you're short on wall sockets talk to your local
electrician about having a couple more fitted.







